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SUMMARY 

Pressure, heat-transfer,  and flow-visualization data  f o r  a model of t he  
Apollo at a t o t a l  stream enthalpy of 4500 B t u / l b ,  M, = 10, and R h D  = 120,000 
showgd t h a t  the  f l o w  separated from the  afterbody at 
of 0 , attached on the  windward meridianonear a = 23 , and w a s  attached over 
most of the  windward surface f o r  a 2 33 . 

angle of a t tack  (a) 

A t  a = 3 3 O ,  t he  pressure and heating-rate d is t r ibu t ions  on t h e  most wind- 
ward meridian of t he  afterbody were predicted adequately by two-dimensional 
blunt-plate  theory, bu t  a t  a = 44' and 23O, t h i s  theory w a s  not adequate. 
a = Oo, t he  afterbody pressures were predicted by a method which did not 
depend on a p r i o r i  knowledge of the  flow-separation direct ion.  

A t  

Analysis of the flow chemistry along a streamtube close t o  the  body sur- 
face showed that the  inviscid flow over the afterbody w a s  probably frozen f o r  
the  tes t  conditions of t h e  present investigation. Extending t h i s  analysis  t o  
the fu l l - s ca l e  Apollo at  peak heating showed e i t h e r  frozen or equilibrium 
d t e r b o d y  f l o w  can be expected depending on the t r a j ec to ry  considered. 

INTRODUCTION 

Experimental pressure and heat- t ransfer  data  on models of t he  Apollo con- 
f igu ra t ion  have been published by many investigators.  No attempt w i l l  be made 
t o  reference a l l  of these, bu t  references 1 and 2 presented some data obtained 
i n  the  Ames 1-foot shock tunnel. I n  these references, no de ta i led  discussion 
regarding t h e  tes t  models, procedures, and t e s t  conditions w a s  given and only 
selected port ions of a l l  the  da t a  were used. 

It i s  the  purpose of t h i s  report  t o  present a l l  the  pressure and heat-  
t ransfer  da ta  taken i n  t h e  Ames 1-foot shock tunnel on sting-supported models 
of t he  Apollo. 
and the  results axe presented. 
interpreted as they apply t o  a f'ull-scale vehicle at  several  f l i g h t  conditions. 

I n  addition, t he  f l o w  chemistry over the models w a s  analyzed 
The data  and the flow chemistry analysis  are 
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SYMBOLS 

specif ic  heat 

l o c a l  enthalpy 

model skin thickness 

Mach number 

nitrogen atoms 

oxygen atoms 

pres  sure 

Pr andt 1 number 

heat - transf e r  rate 

model radius (see f i g .  2 ( a ) )  

Reynolds number 

nose radius  (see f i g .  2( a) ) 

radius f rom axisymmetric axis t o  body surface or dividing stream- 
l i n e  

surface distance from axis  of symmetry 

defined by equation ( A l )  

temperature 

time 

dimensionless dividing streamline velocity,  ud/u, 

veloci ty  

surface distance from stagnation point 

number of i species atoms 
t o t a l  number of i species combined, free, and ionized 

equilibrium value of species number as f r ac t ion  based on non- 
equilibrium temperature 

number of i species ion Lc t o t a l  number of i specie% combined, Treg and iohized e 
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Subscripts 

average afterbody conditions 

diameter 

conditions along dividing streamline 

boundary-layer edge conditions 

nitrogen atoms 

oxygen atoms 

recovery conditions 

stagnation -point conditions 

t o t a l  conditions 

w a l l  conditions 

ahead of shock wave 

behind normal shock wave 

free-stream tes t  conditions 

Super scr ip t  

reference enthalpy conditions 
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TEST APPAFATUS 

Test F a c i l i t y  

The tes ts  were performed i n  the  Ames 1-foot shock tunnel shown schemati- 
ca l ly  in  f igure  1. 

ref lec ted  off t he  end of the  driven tube. 
a conical nozzle in to  a 1-foot-square tes t  section. 
9' t o t a l  angle, a 0.22-inch-diameter throat ,  and a 1-foot-diameter e x i t .  
t e s t  stream has the  following nominal tes t - sec t ion  conditions: & = 10, 
R%/foot = 60,000, poo = 0.017 psia,  and pt, = 2.8 ps ia .  

Both analysis  of t he  tes t -s t ream ca l ibra t ion  da ta  and nonequi l ibr im ca l -  
culations showed t h a t  about 3-percent atomic oxygen w a s  frozen i n  the  free 
stream. No corrections were applied t o  the  data  t o  take account of t h i s  Small 
free-stream dissociat ion.  

The t e s t  gas i s  compressed t o  a high enthalpy ( h t  = 4500 
/ Btu/lb) and pressure ( p t  = 4000 ps i a )  by a combustion-driven shock wave 

The gas i s  then expanded through 
The conical  nozzle has a 

The 

Further d e t a i l s  regarding the  operation of the  tunnel may  be found i n  
reference 3. 

Models and Instrumentation 

The models used i n  these tests are shown i n  f igures  2 and 3. The bas ic  
shape represents the Apollo command module. 

Pressure model.- The pressure model w a s  machined from brass  and had w a l l s  
The f r o n t  face w a s  removable f o r  access t o  t h e  pressure 

Five pressure c e l l s  were located i n  the  afterbody as indicated i n  
1/16 inch thick.  
c e l l s .  
f igure 2(a) .  Figure 2(b) i s  a photograph of t he  c e l l  i n s t a l l a t ion .  

Capacitance-type pressure c e l l s  were used i n  these t e s t s  (see f i g .  2 ( c ) ) .  
Basically, these c e l l s  operate when pressure ac t s  against  t he  face  of a dia-  
phragm deflect ing it toward a backing p l a t e  causing a change i n  capacitance 
between t h e  diaphragm and t h e  backing p l a t e .  Each c e l l  w a s  e l e c t r i c a l l y  con- 
nected as one l eg  of a capacitance bridge c i r c u i t  driven by a 100 ki locycle  
power source. The capacitance change of t he  c e l l  caused a n  unbalance of cur-  
ren t  in  t h e  bridge c i r c u i t  which w a s  converted t o  a direct-current  s igna l  
readout on a recording oscillograph. 

Heat-transfer model.- The hea t - t ransfer  model i s  shown i n  figure 3. 
ad'terbody w a s  formed of 0.010-inch-thick type 302 s t a i n l e s s  steel sheet.  
A.W.G. No. 36 chromel-constantan thermocouple w i r e  w a s  b u t t  welded t o  the 
inner surface i n  four  rows. The f r o n t  face  w a s  made of brass and w a s  nomi- 
na l ly  0.125 inch thick.  

The 

Model support arrangement.- The models were posit ioned a t  d i f f e ren t  
angles o f  a t tack  by a bent s t ing  adapter which connected the  model s t i ng  t o  a 
s ta t ionary strut  i n  the t e s t  section. The angles of attacked were 44', 3 3 O ,  

4 
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23O,  1 6 O ,  and 2.5'. 
body at an angle of 30 
(See f i g .  2 (a ) .  ) 
ference and provide a conduit f o r  the instrumentation leads. 

s t ing  w a s  brought out of the apex of the conlca? &er-  
t o  reduce the f l o w  disturbance along the windward ray. 

A wedge cover w a s  attached t o  the s t i ng  t o  minimize in t e r -  

TEST METHOD AND DATAREDUCTION 

Pres sure Measurements 

The p.-essure c e l l s  were cal ibrated before ard after each pressure t e s t .  

These cal ibrat ions were normally repeatable within 
Known pressures were applied t o  the gages and the resu l t ing  oscil lograph 
deflection was recorded. 
f 2  percent. 
continuously during the  test  runs. 

The model pressures and test-section p i t o t  pressure were recorded 

The data  a re  presented as the r a t i o  of model pressure t o  p i t o t  pressure, 
p/pt,. 
p i t o t  probe t o  pressure f luctuat ions and t o  vibrations of the t e s t  section 
caused by shock interact ions i n  the shock tube. The maximum r a t i o  e r r o r  i s  
estimated t o  be -1-10 percent of the measured value. 

The accuracy of t h i s  r a t i o  i s  limited primarily by the response of the 

Heat -Transf er Measurements 

The heat- t ransfer  r a t e  w a s  measured by the thin-skin t rans ien t  -temperature 
technique which i s  based on the following calorimetric equation 

dT 
at  6 = pcz - 

Flow was established over the isothermal model within 1 o r  2 msec and the r i s e  
i n  skin temperature with time was  recorded on an oscillograph. 
time t races  were curve-fi t ted by a d i g i t a l  computer and the resu l t ing  heating 
r a t e s  computed a t  5 msec in te rva ls  from time-zero t o  20 msec. Time-zero w a s  
specified as the  time at  which the w a l l  temperature s t a r t ed  t o  increase. The 
maximum temperature r i s e  a t  any measured point on the model during t h i s  time 
in te rva l  w a s  less than 1 6 O  F. Therefore the e f f ec t  of the nonisothermal w a l l  
on the boundary layer and as a poten t ia l  f o r  skin conduction i s  considered 
negligible.  

The temperature- 

The data  a re  presented as i/&.,=o. The value of heat t ransfer  &a=o 

The hemisphere w a s  mounted 
w a s  obtained f rom the  measured heat t ransfer  at  the stagnation point of a hemi- 
sphere which w a s  run along with the  test  model. 
outside the bow shock region of the model and did not in te r fe re  with the a f t e r -  
body measurements. The value of &a,o i s  given by 

qsa:o = 4564shernisphere 

5 



-1. 

ea'ct'or-b. 456 accounts f o r  t he  difference i n  veloci ty  gradients  
between the  Apollo model and the  hemisphere due t o  the  differences i n  r a d i i  
and shape. The e f fec t  of shape i s  t o  increase the  veloci ty  gradient by about 
14  percent (see,  e.g., ref. 4). 

Flow Visualization 

To a i d  i n  interpret ing t h e  afterbody pressure and heat- t ransfer  measure- 
ments, the flow pat terns  over t h e  model were made v is ib le .  
used. F i r s t ,  graphite grease w a s  mixed with vacuum pump o i l  t o  a consistency 
t h a t  would stand i n  small droplets  and ye t  flow eas i ly  under the influence of 
shear caused by t h e  a i r  flow. These droplets  were placed over t he  model before 
the s t a r t  of the tes t .  I n  regions of attached flow, the shear of t h e  a i r  flow 
caused the o i l  droplets  t o  move i n  a streamline direct ion.  When the  f l o w  w a s  
separated from the body, the  shear w a s  so small t h a t  there  w a s  no o i l  drop 
movement. After the tes t ,  t h e  flow pa t t e rn  of the o i l  drops on the  model w a s  
photographed so tha t  t he  regions of attached f l o w  could be iden t i f i ed .  

Two techniques w e r e  

The second technique defined t h e  flow pa t te rn  of t he  wake  region with no 
s t ing  interference while the  model w a s  a t  zero angle of a t tack .  During ear- 
l i e r  t e s t s  graphite grease on the  f ron t  face of the  model vaporized and formed 
a luminescent t r a i l  i n  the  wake region which could be photographed. A f r e e -  
f l i g h t  model was machined f r o m  so l id  brass  and supported by nylon threads from 
a rod spanning the top of t he  tes t  section. Two th in  s t r i p s  of grease were 
placed in a cruciform shape on the  f ron t  face  on the model i n  a posi t ion per- 
pendicular and p a r a l l e l  t o  t he  camera so t h a t  top and side cameras would each 
photograph an edge of t he  defined wake region. The s t r i p s  were narrow so t h a t  
t h e  vapor would not fill the  whole wake region. 
t h e  hot a i r  stream burned o f f  t he  nylon threads and l e f t  the  model i n  f r e e  
f l i g h t  with t h e  mixing region defined by the  luminous grease vapors. 

When the  air  flow w a s  s ta r ted ,  

RESULTS AND DISCUSSION 

Data Presentation 

Pressures. - The measured afterbody pressure r a t i o s  p/pt2 are p lo t t ed  
v e r s u m o r  various CL i n  f igure  4. The pressure r a t i o  on the  windward 
ray  decreases with distance along the  surface f o r  This 
behavior i s  similar t o  what occurs on b lunt  bodies with attached flow ( e  .g., 
consider t h e  pressure d is t r ibu t ion  f o r  a blunted f l a t  p l a t e ) .  
and 2.5', t he  pressure r a t i o  i s  e s sen t i a l ly  constant along the  afterbody. This 
usual ly  indicates  a region of separated flow f o r  t h i s  configuration. The pres-  
sures on t he  rays 
range of a, indicating t h a t  t he  flow near these locat ions w a s  separated 

a = 23' and grea te r .  

For a = 16' 

cp = 90' and 180' a l s o  w e r e  f a i r l y  constant over t h e  e n t i r e  

I n  f i gu re  5 the  afterbody pressures on the  cp = 0' meridian a re  cross- 
p lo t ted  as a function of a f o r  f ixed S/R. There i s  a rapid change i n  pres-  
sure f o r  a greater  than 23'. This c l ea r ly  points  t o  a change i n  the  flow 

6 



be indicated later during the  discussion of the flow visual izat ion t e s t s .  

Since the  flow appears t o  be separated during some of the  t e s t s ,  there  i s  
a question of s t i ng  interference which may cause the  afterbody pressures t o  
d i f f e r  f rom those f o r  a s t ing-free model. 
pressure on t h e  Apollo configuration w a s  measured recent ly  i n  t h i s  same f a c i l -  
i t y  (ref.  2 ) .  
present data, indicat ing s m a l l  s t ing  e f f ec t s  on the  pressures i n  the  separated 
regions. A comparison with these data  i s  given later. 

To invest igate  th i s ,  the  afterbody 

a = 0' are within a few percent of t he  The s t ing-free data  at 

Heat t ransfer . -  The normalized afterbody heat- t ransfer  d i s t r ibu t ions  are 
p lo t ted  f o r  various angles of a t tack  i n  f igure 6, and t h e  windwardomeridian 
data  are cross-plotted i n  f igure  7. No data  were taken a t  a = 16 . The 
heating-rate d is t r ibu t ions  follow the  sane trends as t h e  pressure d i s t r ibu -  
t i ons .  Again, the  data  indicate  t h a t  t h e  afterbody flow i s  attached on the  
windward surface f o r  angles of a t tack  greater  than 23O. 
CL = 2.5', where the flow i s  separated ( f ig .  6 ( d ) ) ,  vary considerably around 
the  afterbody probably because of s t i ng  interference.  As s t a t ed  earlier, there  
seemed t o  be very small interference e f f ec t s  i n  t h e  pressure measurements at  
t h i s  angle of a t tack;  however, the  s t ing  could influence the  loca l  surface 
boundary-layer flow more than the  pressure f i e l d  and thus a f f ec t  the  heating- 
rate d i s t r ibu t ion .  
ference problems between the  s t i n g  and the flow; along t h i s  meridian 
cllclsa=o 

The data  f o r  

The cp = 0' data  are  considered t o  have the  least i n t e r -  

i s  0.01 which i s  near t he  average of the  data taken. ' 

Flow visual izat ion.  - O i l  flow pa t te rns  were used t o  indicate  qua l i t a t ive ly  
regions of attached and separated flow over the afterbody. A t  angles of a t tack  
below 23' t he  o i l  drops on the  afterbody surface did not move, indicat ing the  
afterbody f l o w  w a s  separated. 
angle 
flow attachment was  beginning t o  occur. 
flow over most of the  windward surface (approximately cp = ?8O0) was attached, 
while t he  flow over the leeward surface was separated. This lat ter pa t te rn  i s  
shown i n  f igu re  8 (a ) .  
and during reassembly for t h e  flow visual izat ion t e s t s  some of the fastening 
screws were not t ightened against  t he  surface and they protruded s l i g h t l y  as 
seen i n  f igu re  8(a) .  Since the  Reynolds number of the present t e s t s  i s  qui te  
low, the  protrusions probably caused only loca l  disturbances and, consequently, 
should not have a l t e r ed  the  flow pa t te rns  from those tha t  occurred during the  
pressure and heat  -transf e r  tes ts .  ) 

The wake flow pa t te rn  a t  

A t  a = 2 3 O ,  the  o i l  drops near the meridian 
cp = 0' moved i n  the streamwise direction, indicat ing that afterbody 

A t  a = 33' t he  pat terns  showed the 

(efter the  heat-transfer t e s t s  t h e  model w a s  disassembled 

CL = Oo, obtained from t h e  f r ee - f l i gh t  test ,  i s  
shown i n  f igu re  8 (b ) .  The model and f l o w  region are  outlined because repro- 
duction of t h e  o r ig ina l  photographs made some regions d i f f i c u l t  t o  see. The 
luminescent grease vapors can be seen t r a i l i n g  behind the model and closing 
i n  the wave neck region l e s s  than l b o d y  diameter behind the  model. 
vapors are assumed t o  define the mixing region between the  inviscid flow and 
the  separated f l o w .  The inner l i n e  can be thought of as a dividing l i n e  
between the rec i rcu la t ing  f l o w  i n  the  wake and the  external  f l o w  which comes 
around the  model. It i s  d i f f i c u l t  t o  determine t h e  direct ion of the  flow 

These 
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- - ,  
the  dividing l i n e  and the free-stream di rec t ion  i s  estimates t o  be about -10'. 

Comparisons With Other Data and Theory 

0 The present pressure data  f o r  a = 2.5' and a = 33 are  compared i n  
f igure  9 with the  sting-supported da ta  from other f a c i l i t i e s .  
both a i r  and helium are  shown. Also shown are  the wind-tunnel f r ee - f l i gh t  
data  i n  air and helium reported i n  reference 2 which tend t o  substant ia te  the 
sting-supported data. 
taken i n  a i r  but they are  somewhat higher than the helium data.  

Data taken i n  

The present data agree reasonably well with the data  

To see whether the r e su l t s  of f igure 9 can be predicted by theory consider 
f i r s t  the afterbody pressures a t  
Apollo afterbody pressure i n  helium i s  adequately predicted by Prandtl-Meyer 
theory provided the direct ion of the separated flow i s  known. 
t h i s  direction i s  not known, a desirable method f o r  predicting the afterbody 
pressures would be one t h a t  does not depend on a p r i o r i  knowledge of the  flow 
separation angle. 
extended i n  reference 7, t o  account f o r  the  e f f ec t s  of in i t ia lboundary- layer  
thickness. The method requires knowledge of the free-stream conditions, sur- 
face pressure pr ior  to  flow separation, and the thermochemical s t a t e  of the 
gas as it flows over the body. Details of the  method and the flow model a re  
presented i n  a-piendix A and predictions made with the method are  shown i n  
f igu re  9(a). The theory predicts  lower pressures f o r  helium, about the  same 
intermediate pressures f o r  idea l  air or air with frozen chemistry and equi l ib-  
rium vibration, and higher pressures f o r  equilibrium air. It w i l l  be shown 
l a t e r  that  the calculation i n  which frozen chemistry w a s  assumed i s  reasonable 
f o r  the present t e s t  data and hence t h a t  the  theory and data  agree well. This 
theory predicts f o r  enthalpies and pressures corresponding t o  pe& heating 
during entry of the fu l l - s ca l e  vehicle, t h a t  the d t e r b o d y  pressure r a t i o s  a re  
0.023 and 0.018 f o r  equilibrium and frozen chemistry assumptions, respectively.  
These are essent ia l ly  the same values as those shown f o r  air i n  f igure 9 ( a ) .  
Thus, flow chemistry should be taken in to  account when afterbody pressures a re  
considered. 
chemistry. 
be compared with the  photograph of f igure  8 (b ) .  
angle was about -10'. The comparison i s  believed t o  be reasonable considering 
the d i f f i c u l t i e s  of interpret ing the ac tua l  angles i n  f igure  8 (b ) .  

a = 0'. I n  reference 5 it i s  shown t h a t  the 

Since i n  f l i g h t  

Such a method was suggested by Chapman ( r e f .  6 ) ,  and 

The angle of flow separation also varies depending upon the flow 

I n  tha t  f igure  the estimated 
The direct ion predicted f o r  t he  present data  w a s  -6.50 which can 

Next, consider the windward afterbody pressure f o r  a near 33'. I n  r e f -  
erence 1 the  afterbody pressures f o r  
blast-wave theory. 
t h a t  on a blunt f l a t  p l a t e  at 
a = 3 3 O ,  the  cp = Oo meridian i s  p a r a l l e l  t o  the f r e e  stream.) Therefore, the 
pressure-distribution data  are  compared with solutions (perfect-gas blunt-body 
and charac te r i s t ic  solutions, y = 1.4) of reference 8 f o r  a blunt  p l a t e  with 
the  nose radius equal t o  the t e s t  model corner radius.  The prescribed a f o r  
the  p la te  was the angle between the test-model windward surface and the f r e e  
stream, (See f i g s .  9(b) and 4( a), (b) ,  ( c )  . ) The agreement between theory 
and data i s  reasonably good f o r  a = 3 3 O  ( f i g .  9 (b ) ) ;  however, the pressures 
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a = 33' and Cp = 0' were correlated by 
(This theory predicts  a pressure d is t r ibu t ion  s i m i l a r  t o  

a = 0'; when the Apollo configuration i s  at  



Note tha t - the  constant used i n  the theory i s  applicable provided the  chem- 
i c a l  composition i s  f ixed over the windward surface. 
ated l a t e r  i n  the report .  This theory predicts a somewhat higher pressure f o r  
helium than f o r  air. 

y 
This w i l l  be substant i -  

0 0 The heat ing-rate  data  f o r  a = 2.5 anda, = 33 a re  compared with data  
from other f a c i l i t i e s  i n  f igu re  10. 
reported as h/hsaZo and so it was converted t o  the  cold w a l l  equivalent, 
i/&u=o, by the  equation 

Some of the heat- t ransfer  data  w a s  

where T r / T t  w a s  assumed t o  be 0.85. There i s  r e l a t i v e l y  good agreement 
between the various data  at  a, = 3 3 O ,  but  at a M 0' t he  difference i s  as much 
as a f ac to r  of 5 .  Although the  heat t ransfer  ord inar i ly  follows the  trends of 
the pressures which compared rather  wel l  at 
a t t r ibu ted  t o  s t  ing-support interference f o r  the  reasons presented above during 
the  discussion of the  heat- t ransfer  data. 

a, M Oo, t he  differences here are  

The heating r a t e s  f o r  a = 33' and 9 = 0, predicted by the  reference- 
enthalpy method described i n  reference 9, a r e  compared with the  data  i n  f igure  
10(b).  The same blunt-plate  approximation used i n  the  pressure predict ion was  
assumed. The r e su l t i ng  heating rate w a s  computed with the  following equation 

where 

h' 

The primes r e f e r  t o  propert es  evaluated at reference en,halpy, h'. The f l o w  
propert ies  at t h e  boundary-layer edge were obtained from a f i n i t e  react ion 
r a t e  calculat ion described i n  more d e t a i l  l a t e r .  The magnitude of {sa=o w a s  
computed separately by the  method of reference 10. The predicted and measured 
heating-rate r a t i o s  a re  i n  good agreement as shown i n  f igure  10(a) .  

F i n i t e  Reaction Rate Streamtube Calculations 

A very use fu l  w a y  of describing qua l i ta t ive ly  the  flow chemistry over the 
afterbody i s  t o  examine the  chemical reaction r a t e s  along a representat ive 
streamtube (see r e f .  11). This w a s  done for the  model and t e s t  conditions of 
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f l i g h t  conditions. 
considered were 
modified t o  include the  approximate e f f ec t s  of the NO reactions.  When appl i -  
cable, ionizat ion w a s  considered i n  equilibrium. Although r e s u l t s  are given 
f o r  
ing the f l o w  chemistry over t he  most leeward s ide of the  body apply equally 
w e l l  a t  a = 0'. 

The gas model used i s  given i n  reference 12. The species 
N2 ,  02, N, 0, N+, O', e- and the  dissociat ion react ions were 

a = 33' only, calculat ions not included show t h a t  the  conclusions regard- 

The method considers streamtubes which begin immediately behind the  shock 
wave near t he  stagnation l i n e  and pass over t he  most windward and most leeward 
sides of  the  body (see f i g .  11). 
t o  be the body surface pressure and the  distance t raveled by the  f l u i d  i n  the  
streamtube i s  assumed t o  be the  same as the  body surface distance. The air 
passes across the  shock i n  an undissociated state and en ters  the  streamtube 
w i t h  an i n i t i a l  velocity,  7-12, and t h e  continuity,  momentum, energy, and reac-  
t i o n  ra te  equations are  solved along the  streamtube. Wind-tunnel values of 
surface pressure were used, but  differences i n  pressure similar t o  those shown 
i n  figure g ( a )  did not s ign i f icant ly  influence the  predicted afterbody chemical 
state. 

The pressure along this  streamtube i s  assumed 

The calculations are described by the  species number f r ac t ions  [ X i ]  and 
[Yi], the atomic and ionized species f rac t ions ,  respectively.  
from 0, where no atomic or ionized species exist ( i .e . ,  molecular air) ,  t o  1.0 
where the  maximum number of these species exist. 
fraction, [Xilqe, i s  a l s o  given. It represents t he  species concentration t h a t  
would ex i s t  if t h e  gas were i n  equilibrium at  the  specif ied pressure and l o c a l  
temperature given by the  f i n i t e  rate calculations.  
are equal, t he  species can be considered i n  equilibrium, whereas the  difference 
between [ X i ]  and [XiIqe 
r ium . 

These range 

A quasi-equilibrium number 

Hence, if X i  and [XiIqe 

i s  a qua l i t a t ive  measure of the  degree of nonequilib- 

Results f o r  t he  shock-tunnel test  conditions are presented i n  f igu re  11 
f o r  both the  windward and leeward streamtubes and, generally, t he  same comments 
apply t o  both. 
t i a l  dissociation i s  assumed, and rapidly approaches the  quasi-equilibrium 
value o f  oxygen [Xolqe. 
reactions proceed so slowly that [Xo] may be considered frozen; [XN] starts at  
zero and reaches [XNIqe as 
a r e su l t  of t he  NO reactions.  Note t h a t  t he  large i n i t i a l  values f o r  [XlyIqe 
and [X0lqe 
because it i s  assumed there  are no chemical react ions across the shock wave. 
Since the amount of [XN] i s  small compared t o  [Xo], it i s  concluded t h a t  t he  
flow i n  t h e  streamtxbe i s  frozen over t h e  afterbody. This conclusion i s  
believed t o  apply t o  other streamtubes f a r t h e r  aww from the  body, suggesting 
that the inv isc id  flow over the afterbody i s  frozen. 
isentropic  exponent y for t h e  chemically frozen flow on the  leeward s ide of 
the body ranged from 1.35 f o r  vibrat ions i n  equilibrium t o  1.46 f o r  t h e  frozen 
vibrations.  Thus, the  isentropic  exponent f o r  the  chemically frozen expansion 

The atomic species of oxygen [XO] staxts at  0, because no i n i -  

From t h i s  point,  i n  the  v i c in i ty  of t h e  corner, t h e  

rapidly,  then decreases t o  zero along with [ X N ~ ~ ~  

r e s u l t  from the  very high i n i t i a l  temperature i n  the streamtube 

Calculations of t h e  
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w a s  very similar t o  t h a t  f o r  a perfect gas with 
explanation of why the  shock-tunnel pressure data agree with other wind-tunnel 
data  f o r  lower temperatures. 

y = 1.4. This i s  a reasonable 

Next, the  analysis  w a s  applied t o  a fu l l - s i ze  vehicle f o r  the  m a x i m u m  
heating conditions of t he  overshoot, undershoot, and emergency t r a j e c t o r i e s  
and the  r e s u l t s  a re  presented i n  f igures  l2 (a )  through ( f ) .  
i t i e s  were su f f i c i en t ly  high t h a t  ionizat ion of the  atoms occurred as indicated 
by [ Y i ] .  
s ize.  There w a s  complete dissociat ion of 02 and almost complete dissociat ion 
of t he  N2. The temperatures were so high that  even during the expansion 
around the  corner of the  vehicle, t he  oxygen was i n  equilibrium i n  a completely 
dissociated state. 
t he  nitrogen reactions.  

The en t ry  veloc- 

The gas flow achieved equilibrium rapidly as a r e s u l t  of the vehicle 

The recombinations f o r  t h i s  case therefore  concerned only 

For the  overshoot condition ( f igs .  12(a) and ( b ) )  t he  air can be consid- 
ered frozen during the expansion around the  corner at  a nearly f u l l y  dissoci-  
a ted level .  
t he  corner i s  caused by the increasing temperature resu l t ing  from recombination 
of XN.) 
t o  those obtained i n  low enthalpy air wind-tunnel t e s t s ,  since the  isentropic  
exponents are e s sen t i a l ly  the  same ( y  M 1.35 compared t o  

(The increase i n  [XN + Y N ] ~ ~  f o r  t he  leeward streamline beyond 

I n  t h i s  case, one would expect the  afterbody pressures t o  correspond 

y = 1 .4 ) .  

The air i n  the  streamtubes f o r  the  undershoot t r a j ec to ry  ( f ig s .  12(c)  and 
( a ) )  did not f reeze  at any f ixed  composition. 
were j u s t  slow enough on the  afterbody t h a t  the f l o w  never achieved equilibrium 
after the  expansion around t h e  corner. 
afterbody pressures would be f o r  this case, but they probably would l i e  
between the  values f o r  an equilibrium expansion and the  wind-tunnel data.  
f o r  example, t h e  trends indicated i n  f igure  9(a).  

The recombination react ions 

It i s  d i f f i c u l t  t o  predict  what the  

See, 

The emergency t r a j ec to ry  ( f ig s .  12(e) and ( f ) )  had the  maximum heating 
point a t  a considerably lower a l t i t ude  than the overshoot condition so t h e  
density w a s  an order of magnitude higher. 
chemical recombinations t h a t  were suf f ic ien t ly  rapid t o  br ing the  flow t o  equi- 
l ibrium f o r  most of t he  afterbody length, t h e  exception being near t h e  corner. 
Again, these results indicate  tha t  afterbody pressures would be between the  
values f o r  an equilibrium expansion and the wind-tunnel data.  

The increased density produced 

CONCLUSIONS 

Shock-tunnel tests of t he  Apollo afterbody pressure and heat transfer 
along with study of t he  f l o w  chemistry resul ted i n  the  following conclusions. 

1. 
flow i s  separated from the afterbody at  
meridian (9 = 0') near a = 2 3 O ,  and remains attached over most of t he  windward 
surface (cp = +800) f o r  a 2 33'. 

Pressure, heat-transfer,  and flow visual izat ion data  showed t h a t  the  
a = Oo, attaches on the  windward 

11 
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2 .  Pressure and heating-rate d is t r ibu t ions  on the  windward surface a t  
a = 33' were adequately predicted by a blunt-plate  approximation; a t  
and 23' t h i s  two-dimensional theory w a s  not adequate; a t  
pressures were predicted by a method which did not depend on a p r i o r i  knowl- 
edge of the  flow separation d i rec t ion ,  

a = 44' 
a = 0' t he  afterbody 

3.  Analysis of the  flow chemistry along a representat ive streamtube 
showed the inviscid flow over the  afterbody w a s  probably frozen f o r  t he  shock- 
tunnel t e s t  conditions. 
c le ,  the r e s u l t s  showed t h a t  at  peak heating, e i the r  frozen o r  equilibrium 
inviscid afterbody flow can be expected depending on the  t r a j ec to ry  considered. 

For selected f l i g h t  conditions of a f u l l - s i z e  vehi- 

Ames Research Center 
National Aeronautics and Space Administration 

Mof fe t t  Field,  C a l i f . ,  Oct. 12, 1965 
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AFTEIiBODY PRE3suRE PREDICTION METHOD 

A method i s  presented f o r  predicting the Apollo afterbody pressure i n  the  
separated region a t  hypersonic speeds. 
reference 7 which i s  here modified t o  apply spec i f ica l ly  t o  the Apollo config- 
urat ion.  The method requires  knowledge of the free-stream conditions and 
pressure d i s t r ibu t ion  p r i o r  t o  flow separation. 
separated pressures on t h e  Apollo afterbody for f l i g h t  conditions, and the  
separation angle predicted can be used t o  define an inner boundary f o r  charac- 
t e r i s t i c  solut ions f o r  t he  inviscid flow over the  afterbody. 

The general method follows t h a t  of 

It can be u t i l i z e d  t o  estimate 

The flow model i s  shown i n  sketch (a ) .  The base flow region extends from 
the  corner of t he  body t o  t h e  wake neck. The presence of the  afterbody i s  

assumed t o  have no influence on the  base f l o w .  The separated boundary layer  
begins w i t h  a f i n i t e  thickness due t o  t h e  upstream flow over the  body. 
f l u i d  i n  t he  boundary layer  flows around the corner and mixes with t h e  rela- 
t i v e l y  slower and reversed flow i n  the  base region. 
enthalpy d i s t r ibu t ion  i n  t h e  boundary layer ensues from the  point of separa- 
t i o n  as a r e s u l t  of t h i s  mixing and gradually- approaches the f u l l y  developed 
similar ve loc i ty  d is t r ibu t ion  considered by Chapman i n  reference 13. A divid- 
ing streamline separates the  streamlines which continue downstream through the  
wake neck from those t h a t  recirculate .  The t o t a l  pressure along t h e  dividing 
streamline i s  ;umed t o  be the  s t a t i c  pressure downstream of the  w a k e  neck. 
No static pressure gradient i s  accounted for  i n  the  wake neck. The inv isc id  
flow i s  assumed t o  follow a Prandtl-Meyer expansion from a sonic point  on the  

The 

A nonsimilar ve loc i ty  and 

13 



forebody surface t o  the  flow-separation d i rec t ion  given by the  dividing stream- 
l ine .  A t  the  wake neck an isentropic  recompression region i s  assumed t o  turn  
the f l o w  i n  a direct ion p a r a l l e l  t o  t he  free-stream direct ion.  

The solutions presented i n  reference 7 f o r  the nonsimilar boundary-layer 
equations are coupled t o  the inv isc id  flow through the conditions at  the  
boundary-layer outer edge and the  assumption regarding the t o t a l  pressure along 
the  dividing streamline mentioned above. 
dependent variables u*, the  dimensionless dividing streamline ve loc i ty  Ud/ue, 
and S*, t he  dimensionless distance from the onset of separation. 

The solutions are i n  terms of two 

For axisymmetric bodies S* may be wr i t ten  as 

and it represents t he  transformed distance along the  dividing streamline nor- 
malized by the transformed distance along the  forebody surface. 
dividing streamline velocity,  u*, var ies  from 0 at  the start of separation t o  
0.587 (Chapman's value f o r  t he  f u l l y  developed separated veloci ty  p r o f i l e )  a t  
S* = CO. The value of u* depends on the  conditions a t  t he  outer edge of the 
separated boundary layer,  the  distance from the  separation point,  and the 
s t a t i c  pressure downstream of the  wake neck. It can be r e l a t ed  t o  the  outer 
edge conditions by the  following equation taken from reference 7 

The normalized 

2 u*Me Y - 1  
2 Pq: 1 +  ! 1 + ---%2(1 Y 2 - 1  - u*2) 

- 
Me2) (l - 2) n(s*) 

pe 

where 
and may be obtained from reference 7. 
gases, provided the  value of y i s  assumed constant from the streamline of the  
boundary layer  outer edge t o  the dividing streamline, or a su i tab le  average 
value of y between these streamlines i s  assumed. 

Q(S*) accounts f o r  the  temperature or enthalpy of t he  separated region 
Equation (A2) i s  applicable t o  r e a l  

Before r e l a t ing  the  spec i f ic  steps i n  the  method, it i s  worthwhile t o  
rewri te  equation (1) i n  a form d i r e c t l y  applicable t o  the Apollo vehicle.  If 
the value of t he  isentropic  exponent i s  assumed t o  be constant over t he  fore-  
body and afterbody (not necessar i ly  the same numerical value) and a v iscos i ty  
l a w  t o  be of t he  form IJ. 9, equation (1) becomes 

14 i .  
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For a constant pressure (p,) i n  t h e  afterbody region and f o r  a s t r a igh t  divid-  
ing streamline, equation (A3)  m y  be integrated over t he  e n t i r e  dividing stream- 
l i n e  and rewri t ten 

The denominator of equation (Ab)  w a s  discussed i n  reference 4 wherein it w a s  
found t h a t  f o r  t he  A p o l l o  at  
body was  e s sen t i a l ly  independent of gas composition and t h a t  t h e  i n t e g r a l  
depended mostly on y .  The inverse value of t h i s  i n t eg ra l  multiplied by R3 
i s  p lo t ted  f o r  various y i n  f igure  13. The forebody pressure d i s t r ibu t ion  
used i s  that of reference 4. 

a = 0’ the  pressure d is t r ibu t ion  over t he  fore-  

Equations (A2) and (A4)  along with assumptions regarding the  inv isc id  
flow are adequate f o r  calculat ing the  afterbody pressure. 
a Prandtl-Meyer expansion around the  corner radius and a Prandtl-Meyer recom- 
pression downstream of t he  wake neck are assumed. The procedure i s  t o  assume 
a direct ion f o r  t he  sepaxated flow ( i . e . ,  the angle p i n  sketch (a ) )  and 
determine t h e  Prandtl-Meyer turning angle between the  sonic point  ( located,  
e.g., by the  method i n  ref. 14) and the assumed direct ion t o  obtain t h e  outer- 
edge boundary-layer conditions. Then the r a t i o  p4/pe i s  obtained by the  
Prandtl-Meyer recompression a t  the  neck. 
outer edge of t h e  boundary lager  S* i s  calculated and t h e  values of u* and 
Q ( S * )  are taken from reference 7 and equation (A2) i s  solved f o r  This 
value i s  compared t o  the r a t i o  f romthe  inviscid flow and an i t e r a t i o n  
i s  car r ied  out  u n t i l  the  two values for 

A s  mentioned ear l ier ,  

From the  assumed conditions at  the 

p4/pe. 
pe/p4 

pe/p4 are  matched. 

It i s  in t e re s t ing  to note t h a t  this method can be readi ly  adapted for an 
ablat ing forebody. One s t i l l  uses equations (A2)  and (Ah) along with the  
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asswnption of Prandtl-Meyer turning, but  the  values of u'A and are 
a l te red  t o  account f o r  blowing. 
t i o n  of S*. A s  shown i n  reference 15, a r i s e  i n  afterbody pressure with 
increased blowing would be expected and t h e  r ise would probably not exceed 
25 percent, 

These are tabulated i n  reference 15 as a func- 
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Figure 2. - Concluded. 

22 



0.0 .. 0.. 0 0 0 0 .  0 0  0 0.0 0 0 0 0  0 0  

. O O  O 0  O 0  0 0  0 0 .  0 

0 0  0.0 0 . 0  

O o 0  O o 0  O 0  
-o 0.- 0 O o 0  0 0 0  0 0  O o 0  0 0 0 O 0  0.0 0 .  

/ -  

c, 
(u 
0 
0 

U 
I I  
V 

\1 
0 
a 

lal I 0 
0 

0 

I P  

23 



.06 - 

.04 - 

0 
.02 - 

c 

I 
A 

0 +=oo 
0 +=goo 
A +=180° 

Blunt plate solution - .I2 - 

.IO - 

.08 - 

P 
't, .06 - 
- 

04 - 

.02 - 

0 

0 

9 
0 

O L  I I I J 
1.0 I .4 I .8 2.2 2.6 

S I R  

(a) a = 44O 

B 

.04 - 

.02 - 

a=-loo % 
0' I I I I 

( c )  u = 23O 

.02 - 
0 8 

01 I I I J 

0 (a) u = 16 

02 - B 0 0 

01 I I 1 I 
1.0 1.4 1.8 2.2 2.6 

S/ R 

0 (e) a = 2.5 

Figure 4. - Afterbody pressure dis t r ibu t ion .  

24 



4 

*' 

. I  0 

.08 

P - 
.06 

pt2 

.04 

.o 2 

0 

O 0  O o 0  O 0 =  O 0  

O o 0  O 0  
0 0  

0 0  

0 0 .  0 
: 0.0 0.. 0 0 0 0 0 

0.0 0 0 .  0 0  0 0 0 0.0 0 0  O o 0  O o 0  O 0  

- S/R 
0 1.380 
0 1.868 
0 2.356 

0 
0 , 

8 , 
0 , 

8 
8 

8 
8 

8 
8 , 

, , 
0 , , , , , 0 

I 
# 

0 

0 

, 
I 

0 , 0 
0 

8 
0 , 

I I I I I 
I O  20 30 40 50 

a,  deq 

Figure 5.- Variation with a of  t h e  afterbody pressure r a t i o  on the most 
windward ray. 



I 0%-a I 

o u o a  

1 

o n 0  
0 1 

0 
cr) cu 
II 

d 
n 
0 
v 

I I 

(9 cu 

z 
o o a  o l  0 

d?n -tn 

0 
cr) 
m 
II 

d 

I 26 _. 



.20 

.I 6 

.08 

.04 

0 

S/R - 
0 1.455 
0 1.924 
0 2.393 

,O , 
8 

I 
I 

8 
I , 

I 
I 

I 
I 

8 
8 , 

I 
I 

I 
8 

IO 20 30 
0 ,  deg 

40 50 

Figure 7 . -  Variation with CL of t h e  afterbody heating-rate r a t i o  on the  most 
windward ray. 



28 W 



29 



r 

0 Present tests, Ma= IO 

0 Ames shock tunnel, 
free f l ight, M,= 14 

0 Ames arc tunnel, Mcp=14.3 

.08 - 

.06 - 

P 
Pt2 .04-  
- 

0 Ames helium tunnel, M,= 20 
Ames helium tunnel, 
free f l ight, Moo= 20 

A Langley, M,=8 
b C.A.L., M,,,=17.3 

Theory 
Equilibrium 
Frozen chemistry, / /equilibrium vibrations 

. 02  - El 

P 

A A 
n m 
L 

\Ideal air, h 
0 y = l . 4  

O B  h 
h 0 

I I I I \He1 i um 
0 '  

0 (a) CL = o 

.06 - h\  

.04 - 

.02 - 

01 I I I I I 
I .o 1.4 I .8 2.2 2.6 3.0 

S I R  

(b) a = 3 3 O  

Figure 9. - Comparison of Apollo afterbody pressure data from various sources. 
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